
INSP-APOS-419  

I. INITIAL INSPECTION
 CURRENT ODOMETER READING   _______________________ 
 GENERAL CONDITION ON VEHICLE

GOOD ________    FAIR ________    POOR _________ 

II. EXTERIOR OF VEHICLE
 SNOWPLOW – is vehicle equipped for a snow plow?

_______________
 FLATBED – is vehicle equipped with a flat bed? 

_______________
 MODIFIED / LIFTED –had vehicle been lifted or modified 

from original manufacturer’s
 Equipment (note modifications here)

_______________________________________________________
Note - Future failures related to the modification are subject 
to denial. 

 TIRES – check tire condition and tread depth. 

III. UNDER VEHICLE
 TRANSMISSION/TRANSFER CASE - check for cracks and

leaks.
 TRANSMISSION FLUID at prescribed level (also transfer

case 4x4s) and is not leaking.
 GEAR LUBE at prescribed level for manual transmission

and/or rear differential. Unit is not leaking.
 CV BOOTS are free from cracks or deterioration. 
 BRAKES AND CALIPERS Pads and linings have been

replaced, if worn - check for leaks.
 WHEEL CYLINDER - check for leaks. 
 AXLE SEALS - check for leaks. 
 SUSPENSION SYSTEM (i.e., ball joints, tie rods, struts) check

for cracks, deterioration and leaks.
 REAR AXLE FLUID at prescribed level and is not leaking. 
 EXHAUST SYSTEM catalyst in place, secure, airtight and

operational.
 FRAME/UNDERCARRIAGE - check for damage. 

IV. UNDER HOOD (continued)
 PRESSURE TEST COOLING SYSTEM to check/correct 

operation. 
 RADIATOR and cap, water pump, and hoses checked for 

cracks or leaks; clamps, fan operational. 
 AUTOMATIC TRANSMISSION FLUID is at the prescribed

level and free of contamination or discoloration and is not
leaking. 

 POWER STEERING pump reservoir and gear box are at the
prescribed fluid level and system shows no visual evidence
of leaks (including hoses). 

 ELECTRICAL battery charge is at prescribed level. Cables
are corrosion-free and properly secured. Starter and
alternator operational. Wiring harness is intact, without 
modifications or corrosion.

 AIR CONDITIONING – all components are operational and
functioning properly. Check for visual leaks and check
pressure readings.

 BRAKE MASTER CYLINDER at prescribed fluid level and
shows no visual evidence of leaks. 

V. ROAD TEST
 ENGINE shows no obvious signs of problems (i.e., excessive

smoking, poor performance, etc.). 
 ENGINE OIL PRESSURE AND OPERATING TEMPERATURES 

are within normal range levels. 
 AUTOMATIC TRANSMISSION is shifting smoothly and

quietly. 
 STANDARD TRANSMISSION is shifting smoothly and quietly

(also transfer case 4x4s).
 VIBRATION in the driveline, if any, has been corrected. 
 UNUSUAL NOISES - conditions causing unusual noises in the

engine, transmission, driveshaft, universal joints or rear
axle have been corrected. 

 STEERING AND STEERING LINKAGE - check for abnormal 
noise, vibration, harsh ride, and handling concerns.

 AIR CONDITIONING - cools appropriately. 
 HEATING SYSTEM – working properly. 
 ODOMETER – working properly and recording accurate

mileage.
 INTERIOR EQUIPMENT controls and equipment 

operational. 
Wiper/washer Clock/radio
Air conditioning Horn
Heater/defroster Lights
Switches Video system 
Navigation system 

 ELECTRICAL - all grids on the heated back glass (if
equipped) are operational. All interior and exterior lamps
are operational. 

 BRAKE SYSTEM - check for drift, pull, noises, vibrations, 
check pad depth. 

IV. UNDER HOOD
 ENGINE block, cylinder heads, intake and exhaust 

manifolds, valve cover, seals, belts, vacuum lines, filters — 
check for cracks or leaks and correct. Examine engine for
sludge - repair as needed.

 ON-BOARD DIAGNOSTICS (OBD) has been checked and all
trouble codes corrected. 

 OIL LEAKS - check for and correct. 
 AIR CLEANER - clean. 
 EMISSION SYSTEM -all components intact. 
 COOLANT is at the prescribed level and is not 

contaminated. 

SMART AUTOCARE 
 AFTER POINT OF SALE 

INSPECTION CHECKLIST 

Dealer must complete the below inspection form and verify that all Covered systems are in proper operating condition prior to issuing any After 
Point of Sale SAC service contract. This inspection form must accompany the SAC contract. Defects not noted or not repaired prior to the 
issuance of a Smart Autocare Service Contract will be the responsibility of the issuing dealer. 

Customer Name: _____________________________________  __________________________________________ 

Vehicle Identification Number (VIN): 

SAC Contract Number: 

_____________________________________________  

CHECK THE BOXES BELOW: 

 

  
    

 

 

 

 
 

 
 
 

 
 

 

NOTE: 
This is to certify that the above vehicle has been inspected and any necessary repairs have been made to qualify this vehicle for the used 
SAC service contract. A copy of the interim repair order has been retained and will be made available, as needed, indicating repairs performed 
on the vehicle prior to the issuance of the SAC service contract. Pre-existing conditions or repairs made on or before the enrollment date 
are not eligible for reimbursement.  

Service Department Signature _________________________________________ Date _________________  

This checklist was completed based on a visual inspection of the specified components/systems. No representations, guarantees or warranties 
are made in connection with this inspection. Failure to supply this completed form could result in a repair being denied.  

Customer Signature ______________________________________________________ Date ____________________  
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